
 
CONCERT BAND TECHNICAL RIDER 

INDOOR VENUE 
 

 
ARRIVAL/PARKING 

• Set-up crew arrives 6 hours prior to scheduled performance time 
• Request that a facility manager be on-site for load-in/load-out 
• Parking for two (2) coach touring buses and one (1) 52-foot tractor-trailer 

 
STAGE/SET-UP 

• Ideal stage dimensions: 48 feet wide by 40 feet deep  
• 50 armless chairs 
• 55 music stands (if available)  
• Stage shell (if available) 
• Risers (if available) 
• Storage area for large equipment cases 

 
LIGHTING 

• 3-4 color lighting wash to cover stage area (to include pit and/or apron area) 
• Two (2) spotlights to highlight soloists (if available) 
• Cyclorama (cyc) for lighting design (if available)  
• Lighting technician (if available) 

 
AUDIO 

• Minimum three (3) separate 15-amp, 120V grounded A/C circuits on individual breakers 
• Audio technician mix position with full stage view 
• Optional: Capability to tie into house audio system 
• Optional: Ethernet connection between stage/FOH mix position (digital snake) 
• Optional: WiFi access for live streaming 

 
DRESSING ROOMS 

• Dressing room(s) to accommodate 35 men (with coat racks, if available) 
• Dressing room(s) to accommodate 15 females (with coat racks, if available) 
• Individual dressing room(s) for conductor(s) 
• Access to restrooms  

 


